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PANEL DOOR
AS 100P

Three-chamber system designed for prefabri-
cation of thermally insulated doors equipped 
with a panel glued on the entire surface of 
the leaf.

The system fits perfectly in both modern and 
classic buildings. Panel doors in the AS 100P 
system are designed for single-unit installa-
tion as well as composite door structures with 
side panels. Solid workmanship, durability 
of aluminum and high-class design features 
guarantee great longevity. Meanwhile, the 
possibility of executing single and double-sid-
ed flush panels ensures exceptional aesthetic 
quality. 

The design of the door leaf includes divided 
anti-bimetallic thermal strips used to protect 
the door against deformation caused by 
temperature differences.

Three-chamber structure of aluminum profiles. Several thermal variants available.

Recessed handle with integrated LED lighting and 
decorative slats.

Doors opening inwards and outwards. 

Possibility of executing individual panel designs and 
patterns – milling shapes and holes

Available types of hinges: surface, roller and concealed.

Multipoint locks as a standard, availability of electromo-
tive locks witha ccess control.

Systemically integrated aluminium sill plate facilitating 
assembly and improving thermal insulation.

Possibility of designing single and double-leaf doors  
as well as doors with side and upper lights.

Available in the GLASS LINE version with an all-glass 
panel.

DESIGN & FUNCTIONALITY

CHARACTERISTICS OF THE AS 100P DOOR
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1400 x 3000 mm 280 kg 100 mm 44-100 mm 1500 x 3000 mm 1200 x 2500 mm

Max. leaf 
dimensions

(width x height)

Max. leaf 
weight

Frame depth 
Panel thickness 

range

Max. dimensions of 
infill panels 

(width x height) 

Max. dimensions of 
attachment panels  

(width x height)



DRZWI PANELOWE
AS 75P

Three-chamber, thermally insulated door 
equipped with a panel glued to the entire 
surface of the door leaf. The solution looks 
perfect in both modern and classic buildings. 
Panel doors in the AS 75P system are intend-
ed for individual and showcase installations.

Solid workmanship, durability of aluminum  
and rich design guarantee long-term durability, 
and the possibility of making single- and dou-
ble-sided panels ensures unique aesthetics.

We provide a wide selection of beautiful door 
panels. We offer the opportunity to obtain the 
perfect product thanks to various configura-

tions of structure, equipment and panel colors.

Three-chamber structure of aluminum profiles.
Multipoint locks as standard, availability of electromotor 
locks.

Four thermal options available. Doors opening inwards and outwards. 

New recessed handle solution with integrated LED 
lighting. and decorative lamellas.

Option of constructing single- and double-leaf doors 
with side or top transom light.

Option of individual designs and panel patterns - shape 
and hole milling.

Panels available in non-transparent with transparent 
elements and all-glass versions.

Available types of hinges: surface, roller and hidden 
hinges.

Available in the GLASS LINE version with an all-glass 
panel.

DESIGN & FUNKCJONALNOŚĆ

1400 x 3000 mm 280 kg 75 mm 44-75 mm 1500 x 3000 mm 1200 x 2500 mm

Max. leaf 
dimensions

(width x height)

Max. leaf 
weight

Frame depth 
Panel thickness 

range

Max. dimensions of 
infill panels 

(width x height) 

Max. dimensions of 
attachment panels  

(width x height)

CHARACTERISTICS OF THE AS 75P DOOR
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PANEL DOOR COLLECTION STANDARD
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MODEL APD 01

Colour: ACC2 or RAL
Applications: Flush stainless steel
Glass: Satinovo, sandblasted  
according to pattern

MODEL APD 02

Colour: ACC2 or RAL
Glass: Satinovo

MODEL APD 03

Colour: ACC2 or RAL
Applications: Flush stainless steel
Glass: Satinovo

MODEL APD 04

Colour: ACC2 or RAL
Applications: Flush stainless steel
Glass: Satinovo

MODEL APD 05

Colour: ACC2 or RAL
Glass: Satinovo, sandblasted  
according to pattern

MODEL APD 06

Colour: ACC2 or RAL
Applications: Flush stainless steel
Glass: Satinovo



PANEL DOOR COLLECTION STANDARD
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MODEL APD 07

Colour: ACC2 or RAL
Applications: Flush stainless steel
Glass: Satinovo

MODEL APD 08

Colour: ACC2 or RAL
Applications: Milled

MODEL APD 09

Colour: ACC2 or RAL
Applications: Flush stainless steel

MODEL APD 11

Colour: ACC2 or RAL
Applications: Milled
Glass: Satinovo

MODEL APD 12

Colour: ACC2 or RAL
Applications: Milled

MODEL APD 10

Colour: ACC2 or RAL
Applications: Milled
Glass: Satinovo



PANEL DOOR COLLECTION STANDARD
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MODEL APD 13

Colour: ACC2 or RAL
Applications: Flush stainless steel,
milled

MODEL APD 14

Colour: ACC2 or RAL
Glass: Satinovo

MODEL APD 15

Colour: ACC2 or RAL
Applications: Flush stainless steel
Glass: Satinovo

MODEL APD 17

Colour: ACC2 or RAL

MODEL APD 16

Colour: ACC2 or RAL
Applications: Flush stainless steel
Glass: Satinovo, sandblasted  
according to pattern

Original aluminum 
decorative slats



PANEL DOOR COLLECTION PREMIUM
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MODEL APD 18

Colour: ACC2 or RAL

MODEL APD 19

Colour: ACC2 or RAL
Applications: Flush stainless steel 

MODEL APD 20

Colour: ACC2 or RAL
Applications: Milled

MODEL APD 21

Colour: ACC2 or RAL
Applications: Black glass
Glass: Satinovo

MODEL APD 22

Colour: ACC2 or RAL
Applications: Black glass, milled
Glass: Satinovo, sandblasted  
according to pattern

MODEL APD 23

Colour: Black glass



PANEL DOOR COLLECTION PREMIUM

14

 www.aluron.pl

MODEL APD 26

Colour: ACC2 or RAL
Applications: Horizontal milling

MODEL APD 24 black

Colour: ACC2 or RAL
Applications: Black

MODEL APD 25 black

Colour: ACC2 or RAL
Applications: Black

MODEL APD 27

Colour: ACC2 or RAL
Applications: Milled

MODEL APD 28

Colour: ACC2 or RAL
Applications: Classic-style  
aluminium frames
Glass: Satinovo

MODEL APD 29

Colour: ACC2 or RAL
Applications: Aluminium retro
designs with classic style frames



PANEL DOOR COLLECTION LUXURY
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Ergonomic recessed 
handle with LED strip

MODEL APD 30

Colour: ACC2 or RAL
Applications: 3D vertical slats from 
Aluron’s portfolio

MODEL APD 31

Colour: ACC2 or RAL
Applications: Black glass /
3D vertical slats from Aluron’s portfolio
Glass: Satinovo

MODEL APD 33 corten

Material: sintered quartz
Colour: Corten
Applications: 3D stainless
steel

MODEL APD 34

Colour: Everest natural stone

MODEL APD 32

Colour: ACC2 or RAL
Applications: 3D vertical slats from 
Aluron’s portfolio
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Satinovo milky glass OPTIONAL
Sandblasted 
according to pattern

Mirrastar Venetian 
mirror

Chinchilla colorless 
glass

Antisol brown glass Antisol grey glass

TYPES OF FILLINGS

DOUBLE-SIDED  
CLADDING PANELS
Double-sided overlays are designs to 
achieve the highest insulating properties of 
doors. Aluminum overlays cover the sash on 
both sides, resulting in a door of the highest 
class in terms of elegance and aesthetics. 
The total thickness of the infill in this case is 
the highest and is 75 mm. This type of infill is 
used in doors based on the AS 75P system.

INFILL PANELS

The infill panels are installed in a door leaf 
produced on the basis of the AS 75 system 
in exactly the same way as glazing units. This 
means that the leaf profile is visible both from 
the outside and from the inside. The thickness 
of the infill panel is 44 mm. It provides the 
fastest and easiest assembly.

SINGLE-SIDED CLADDING 
PANELS
These fillings are made of aluminum cladding. 
On the outside, a 3 mm thick aluminum sheet 
is glued onto the door frame of the AS 75P 
system, so it remains invisible, while on the 
inside, glazing strips are used. The thickness of 
the panel is 44 mm.

TYPES OF GLASS

Transparent Stopsol gray glass Stopsol brown glass Master-Point 
colorless glass

Master-Ligne  
colorless glass

Master-Carre  
colorless glass
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SELECTED ACCESSORIES

SQUARE HANDLES

D301/9 
white

D301/92 
brown

D301/93 
silver

D301/97 
inox 

D329

D398 INOX

D325XX

Series Q10 Series Q45RX

TUBULAR HANDLES

Series P10 Series Z1

RECESSED 
HANDLE

Series P45 Handles in Aluron’s offer are made of 304 or 
316 stainless steel.

Square handles are manufactured from 
tubes with cross sections of 40x40 mm 
(Q10, Q45RX series) or 40x20 mm (Q45RX 
series).

Tubular handles, on the other hand, are 
made of pipes with cross-sections ø30 (P45, 
P10 series) and ø40 (P45, P10, Z1 series).

An alternative to standard solutions is the 
proprietary recessed handle equipped with 
an LED strip.
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K3402

Ø40 Ø30

DOOR HANDLES ROSETTES

D396 
inox 

D592 
inox



ALURON COLOR COLLECTION 2

Qualicoat Class 2

AR - FS
Powder coating  RAL FS

AR - MAT
Powder coating RAL MAT

AM - FS
Powder coating Metallic FS

ANODIZED & EFFECT COLORS
AA – C anode colours: C0, C33, C34
AA - R imitation anode - powder coating

AD - MAT
Woodgrain decors MAT

Preview ver-
sions of the 

templates
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Aluron K. Baran i Wspólnicy S.K.A.
42-400 Zawiercie
ul. Podmiejska 11
tel. 32 62 10 600
biuro@aluron.pl
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