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Professional aluminium  
cladding systems
Gemini for Kömmerling 76 AD
Welded or crimped frames for windows made  
in the Kömmerling 76 AD PVC system.

They are supplied to the customers in the form of prefabricated frames, 
perfectly matched structurally to the solutions provided by the PVC  
system providers. Aluminium frames constitute a separate structure  
in relation to PVC windows. They are mounted by means of system clips  
in the final stage of assembly after the glazing is set. This ensures separa-
tion between the two different materials and, as a result, the proper and 
safe operation of windows in changeable temperature conditions.

DESIGN & FUNCTIONALITY
System corners joined at 45º. Corner joints with „invisible weld” technology to 

guarantee a smooth, uniform surface.

Mechanical jointing of corners using fasteners with 
visible cut edges.

Easy and quick installation in production conditions.

An option to install an independent balustrade with 
the Gemini VGB extension profile.

Universal system seals used interchangeably or 
together with seals from PVC manufacturers.

Proprietary software for preparing quotes and 
placing orders.

A solution compatible with Classic and Soft Line 
aluminium window sills.

Corner joints with „invisible weld” technology to 
guarantee a smooth, uniform surface.

An option for using the Gemini Insecta system frame 
mosquito net.

Extensive range of RAL colours, woodgrains and ano-
dised structures within the Aluron Color Collection 
2 palette.

Three types of drainage: front, PVC under an alumi-
num cladding (invisible drainage), bottom and - front 
with aluminium end plug.


